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Troubleshooting Document
New 4kg Hammer Range (from 2012)

Wednesday, October 09, 2013

Any Questions contact:

Rene Gumpert in Idstein

Jason Leh in Towson

Yes

Turn on unit and check if 

unit increases speed based 

on trigger position? 

(Variable Speed Function)

Turn off 

unit

Yes

No

Electrical System 

OKAY

Turn on 

unit

Rotate 

Unit with 

over 

500deg/s

(very fast)

No

Electrical System 

OKAY
Unit with ADC?

(D25415)
No

Yes

Rotate 

Unit with 

less than 

500deg/s

(slowly)

No

Units RUNS at 

very low speed and 

steady 

RED LED* 

(*if applicable)?

Units RUNS at 

maximum speed and 

NO flashing or steady 

RED LED?

1. Check ADC Module

Start

Select 

Hammer 

Drill or 

Drill Mode 
(Combi 

only)

Plug-In 

unit

No

Units STARTS 

to TURN and NO flashing 

or steady RED LED* 

(*if applicable)?

Yes

Fully Turn 

on unit

minimum 

5s

No

Yes

5. Check Module 

Interconnections

6. Check GACC Module

Units RUNS at 

maximum speed and 

NO flashing or steady 

RED LED* 

(*if applicable)?
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