
NO

Motor Run ?

YES

NO

Hammer ?

Brush length
> 15mm ?

YES

YES

NO

NO

Hammer Mech. Service

Replace Brushes
Commutator ok ?

Remove Toolholder
Remove Fronthousing
Remove Piston

Brush ok ?

Cordset ok ?

Switch ok ?

Wire Harness ok ?

Pic Up(70-75Ohm)?

All Connectors ok ?

GACC ok ?

Field ok ?

Armature ok ?

NO

NO

NO

NO

NO

NO

NO

NO

NO

Replace

Wash all parts
Dry all parts
Check all parts for wear
Replace worn parts
Replace all O-Rings
Regrease all parts
80gr GLK at Crankshaft

Use Loctide for all screws
Tight all screws to torque

Check:
All screws tighten ?
Grease leakage ?
Toolholder Hex < 32mm?
Bolt Retainer ok ?
Retainer ok ?
Housings broken ?
Play of Handle Axis ?
Handle Broken ?
Stick of SwitchTrigger ?

YES

Replace Gears

Crankshaft
connected

to armature?

NO

YES

START

END

Replace

Replace

Replace

Replace

Replace

Replace

Replace

Replace

D25980 Service Flow Chart

Speed 12500 ?

YES

NO

UBerghäuser 20070119


