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GRAPHICS SHOWN MAY REPRESENT VARIOUS MODS.
SEE WINDCHILL B.O.M. FOR SPECIFIC

COMPONENT USAGE.
NOTES:
1. DISTRIBUTE TOTAL OF 3.6-5.6 GRAMS OF G68 GREASE (34138513-00) AND 0.6-1.6 GRAMS OF G2008 (34138513-05) IN LOCATIONS NOTED IN THIS DOCUMENT.  (Pictures for reference only)

2. DISPENSE G2008 GREASE AND APPLY TO PARTS AS SHOWN IN PICTURES.
3. DISPENSE G68 GREASE AND APPLY TO PARTS AS SHOWN IN PICTURES.

4. CRITICAL - OILS, GREASES, WAXES ETC. USED AS PRESERVATIVES,

LUBRICANTS OR FOR IMPREGNATION MUST BE APPROVED BY STANLEY BLACK &   DECKER DEVELOPMENT ENGR FOR COMPATIBILITY WITH PLASTIC MATERIAL PER ES100110.
NOTE 2
0.3-0.5 GRAMS
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SEE NOTE 2

0.7-1.1 GRAMS
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SEE NOTE 2




0.7-1.1 GRAMS
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SEE NOTE 2
0.1-0.3 GRAMS
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SEE NOTE 2
1.0-1.4 GRAMS 
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SEE NOTE 2

0.6-0.8 GRAMS    NO GREASE IN BEARING
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stage gear and sun gear





SEE NOTE 2

0.2-0.4 GRAMS    
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SEE NOTE 3
0.3-0.5 GRAMS    
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SEE NOTE 3
0.7-1.1 GRAMS    
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